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Lo Supreme Ceramic Pro

ADVANCED EXTERIOR COATING

APPLICATION INSTRUCTIONS — PROFESSIONAL USE ONLY

Apply only to cool, dry surfaces. Do not apply in direct sunlight
or when the surface temperature is above 85°F or below 50°F.

& WARNING: Do not get in eyes or on skin or clothing.
Do not ingest. Avoid breathing vapor or mist.

Shake well before use.
Test the product on an
inconspicuous area before

applying.

Make sure the surface is clean
and dry. For painted surfaces,
you may want to use a clay
block with appropriate cleaners,
or lightly buff with a polishing
compound prior to application.

Apply 10-12 drops on a
microfiber applicator, apply
the product evenly to an area
roughly 24"x24", such as a
door panel, with complete
coverage and an even layer.

Use a high-quality microfiber
cloth to remove any excess and
then a second microfiber cloth
to buff. Does not require curing,
so it should be removed from
the surface immediately.

Concentrated Formula: One bottle is enough to protect one vehicle.
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Check with an appropriate
light source to ensure you
have removed any residue.
Use a dry microfiber towel to
buff to a smooth shine.

If any spots are missed, apply
the product to those areas
following the same process.

It’s recommended to allow
Supreme Ceramic Pro to cure
2-4 hours prior to rain exposure.

Scan the QR code

instructions online.
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